
MOVIA - SL 

Things have to go fast in an emergency. Beacons must be easy to use while driving, especially in the case of unmarked vehicles.  Due to its light 

weight and compact design, the MOVIA - SL offers the ideal conditions to arrive at the destination quick and safely.

Fix mounting Magnetic fixingTube mounting

Overview of options
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Fix mounting

PRODUCT FEATURES: 
• options:

 - day/night switching (via cable)

 - day/night switching (automatic)

 - function monitoring (high)

 - analogue or CAN447 version  

 - also available with clear lamp dome

• colours: also available in red, amber and blue/amber

Tube mounting

PRODUCT FEATURES: 
• for fitting on a mounting tube in accordance with DIN 14620

• flexible tube

• option:

 - also available on telescopic arm

• colours: also available in red and amber

MOVIA - SL
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MOVIA - SL 

Magnetic fixing

PRODUCT FEATURES: 
• LED beacon with spiral cable and triple magnetic fixing

• optimum adhesion even on curved vehicle roofs

• rubber-coated magnets to protect paintwork from scratches

• tested at up to 270 km/h

• options:

 - analogue or CAN447 version

  - also available with clear lamp dome

 - also available with day/night switching

   (automatic or with switch on the universal plug)

 - also available with extra strong magnets

 - also available with catching lug

 - also available with additional infrared LEDs

• colours: also available in amber, blue/amber and red

• protective cover available on request
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Technical data:

Designation: MOVIA - SL  

Voltage: 12 V / 24 V multi voltage

Flash frequency: > 2 Hz

Average power consumption: 12 V: 1.5 A / 24 V: 0.8 A

Material: housing: aluminium / lamp dome: PC

Type of protection: IP5K4K / IPX9K

Homologation: (Germany and international)

Light according to ECE-R 65: TB1  E1  00 3139  / TB2  E1  00 3140    

EMC according to ECE-R 10: E1  10R-04 5669

Metal elbow plug

Universal plug

Car plugProtective cover
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